
WARNING:  *Actual capacity of hanger is dependent on the strength of the studs 
and the quality and strength of the weld fastening them to the beam.  Welding must 
be completed by a certified welder and field testing of the strength of the stud should 
be conducted by the contractor to establish actual strength.  Hanger capacity 
should be adjusted accordingly.

BH-64 TYPE 4A(N)
HD HALF HANGER 
(45°/STUD)

  6,000 LB SWL* 

FEATURES:  HD Hanger without the interlock on the 90° 
end for attachment with a threaded stud or anchor.  
Specify 1/2” or 3/4” stud size for 90° end.  Specify ‘A’ 
dimension from edge of flange to center of stud.  Minimum 
‘A’ dimension is 5”.

INSTALLATION:  An 1/8” setback from the edge of the 
flange is recommended. 

TYPE 4 = 1/2” 90° END
TYPE 4N = 3/4” 90° END

BH-64 TYPE 4N
HD HALF HANGER 
(90°/STUD)

  6,000 LB SWL*

FEATURES:  HD Hanger without the interlock on the 90° 
end for attachment with a threaded stud or anchor.  
Specify 1/2” or 3/4” stud size for 90° end.  Specify ‘A’ 
dimension from end of hanger to center of stud.  Minimum 
‘A’ dimension is 5”.

INSTALLATION:  Nut must be securely tightened to hold 
the 90° end in place.
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TYPE 4A = 1/2” 90° END
TYPE 4AN = 3/4” 90° END
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