
BH-68 TYPE 4A
HD HALF HANGER 
(45°/HOOK)
  6,000 LB SWL*

BH-68 TYPE 9A
  10,300 LB SWL*

FEATURES:  Interlock on 90° end counters lateral forces 
created by the loading of the 45° end.   Integrated flange 
hook replaces the interior deck bolt or hook bolt.  Use this 
hanger if a finishing machine is running on the overhang.  
Specify the flange width and thickness (Ft) to the nearest 
1/16” when ordering.

INSTALLATION:  It is recommended that the hanger head 
be set back 1/8” from the edge of the flange.  The 45° end 
should never extend past the end of the flange.  Ensure 
the hook is fully engaged on flange.  

BH-68 TYPE 4
HD HALF HANGER 
(90°/HOOK)
  6,000 LB SWL*

BH-68 TYPE 9
  10,300 LB SWL*

FEATURES:  Integrated flange hook replaces the interior 
deck bolt or hook bolt.  Specify the flange width and 
thickness (Ft) to the nearest 1/16” when ordering.

INSTALLATION:  Ensure the hook is fully engaged on 
flange.   
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WARNING:  *SWL values shown are for flange thicknesses up to 2”. Please contact 
Gamco’s engineering for flange thicknesses greater than 2”. To achieve full SWL there 
must not be more than 1/16” ‘slop’ on the hook end of the hanger (between the hook and 
the flange). More than 1/16” slop will severely reduce the hanger capacity. The contrac-
tor must be certain of safe spacing of the hangers based on job conditions, bridge 
overhang bracket geometry and loading conditions.  Please contact Gamco Engineering 
for assistance calculating safe hanger spacing.
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