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BH-25 TYPE 1A
ADJUSTABLE HALF HANGER 
(45°/CLIPS)

  3000 LB SWL* (USING 2-CLIPS)

FEATURES:  Hanger has a straight tail of 1/2” coil rod and 
is clamped to stirrups or studs using provided clips and coil 
nuts.  The standard hanger length is 8”.  Lengths up to 36” 
are available, please specify the ‘A’ dimension.  Also, clip 
size must be specified.  

Clip #1 for #4 and #5 (1/2” and 5/8” diameters)
Clip #2 for #6, #7, and #8 (3/4” to 1” diameters)

INSTALLATION:  Hanger must be clamped to stirrups or 
studs using the appropriate size clip.  Nuts must be 
tightened so that the clip tightly pinches the stirrup or stud.  
An 1/8” setback from the edge of flange is recommended.

Warning: Do not use if a screed machine is running on 
the overhang.  In this situation use the BH-25 TYPE 4A 
HD Hanger.

BH-25 TYPE 1
ADJUSTABLE HALF HANGER
(90°/CLIPS)  

  3000 LB SWL* (USING 1 OR 2 CLIPS)

FEATURES:  Hanger has a straight tail of 1/2” coil rod and is 
clamped to stirrups or studs using provided clips and coil 
nuts.  The standard hanger length is 8”.  Lengths up to 36” 
are available, please specify the ‘A’ dimension.  Also, clip size 
must be specified.  

Clip #1 for #4 and #5 (1/2” and 5/8” diameters)
Clip #2 for #6, #7, and #8 (3/4” to 1” diameters)

INSTALLATION:  Hanger must be clamped to stirrups or 
studs using the appropriate size clip.  Nuts must be tightened 
so that the clip tightly pinches the stirrup or stud.  
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WARNING: *Actual capacity is dependent on the strength of the stud or stirrup. Also, to achieve 
full safe working load, the coil nuts must compress the clips to the studs or stirrups.  Failure to 
achieve this tight fit will significantly reduce the safe working load of the hanger.  Field tests 
should be performed to establish actual safe working loads.  Do not use if a screed machine 
is running on the overhang.  In this situation use the BH-25 TYPE 4A HD Hanger.
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