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BH-60 TYPE 4A
HD HANGER 
(45°/90° WITH INTERLOCK)
  6,000 LB SWL PER SIDE

BH-60 TYPE 9A
  11,300 LB SWL PER SIDE

FEATURES:  Interlock on 90° end counters lateral 
forces created by the loading of the 45° end.  Use this 
hanger if a finishing machine is running on the overhang.  
Specify the flange width to the nearest 1/16” when 
ordering.

INSTALLATION:  An 1/8” setback from the edge of the 
flange is recommended.  The 45° end should never 
extend past the end of the flange.  Ensure that one side 
of the hanger is not loaded before the other end is 
secured.

BH-60 TYPE 4
HD HANGER 
(90°/90° WITH INTERLOCK)
  6,000 LB SWL PER SIDE

BH-60 TYPE 9
  11,300 LB SWL PER SIDE

FEATURES:  HD Hanger for higher loads or wider 
flange widths.  Hanger can be fabricated with 0, 1 or 2 
interlocking ends.  Specify the flange width to the 
nearest 1/16” when ordering.

INSTALLATION:  Ensure that one side of the hanger is 
not loaded before the other end is secured.

WARNING:  The contractor must be certain of safe spacing of the hangers based on job 
conditions, bridge overhang bracket geometry and loading conditions.  Please contact 
Gamco Engineering for assistance calculating safe hanger spacing.

www.gamcoform.com15513.561.8331

INTERIOR / EXTERIOR HANGERS
BEAM HANGERS
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GAMCOFORM.COM
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