
WARNING:  The contractor must be certain of safe spacing of the hang-
ers based on job conditions, bridge overhang bracket geometry and 
loading conditions.  Please contact Gamco Engineering for assistance 
calculating safe hanger spacing.

BH-60 TYPE 1-4A
HD HANGER 
(90°/45° WITH SUPPLEMENTAL 90°)

FEATURES:  Interlock on 90° end counters lateral 
forces created by the loading of the 45° end.  Use this 
hanger if a finishing machine is running on the 
overhang.  Supplemental end is used as a hanger for a 
secondary pour such as a closure pour.  Specify the 
flange width to the nearest 1/16” when ordering.

INSTALLATION:  It is recommended that the 45° 
hanger head be set back 1/8” from the edge of the 
flange.  The 45° end should never extend past the end 
of the flange.  Ensure that one side of the hanger is not 
loaded before the other end is secured.  DO NOT hang 
anything except a bolt from the supplemental 90° end 
until it is cast in concrete and the concrete has 
sufficiently cured.

MAIN HANGER: 6000 LB SWL PER SIDE

SUPPLEMENTAL END: 6000 LB SWL ONLY         
AFTER IT HAS BEEN CAST INTO CONCRETE
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BH-70 TYPE 4
HD HANGER 90°

FEATURES:  HD 90° hanger used in a shear applica-
tion on a wall, beam, or slab edge.  Specify the anchor 
diameter when ordering.

INSTALLATION:  Follow the recommendations of the 
anchor manufacturer for minimum embedment and 
edge setback distance.  

*WARNING:  CAPACITY OF HANGER IS 6000 LBS 
BUT IS LIMITED TO THE CAPACITY OF THE 
ANCHOR.

 6000 LB SWL* 
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